
LPX12-20 (12V20AH) 

Germany
tested9

VdS

Nomial Voltage

Approx Weight

Max. Discharge Current

Internal Resistance

Operating Temp.Range

Nominal Operating Temp. Range

Self Discharge

Terminal

Container Material

12V 

Leoch LPX series batterys may be stored for up to 6 months
0 0at 25 C(77 F) and then a freshening charge is required.

For higher temperatures the time interval will be shorter.  

Specification

Application

Cycle Use

Standby Use

Initial Charging Current less than6.0A.Voltage 
0 0 014.4V~15.0V at 25 C(77 F)Temp. Coefficient -30mV/ C

No limit on Initial Charging Current Voltage 
0 0 013.5V~13.8V at 25 C(77 F)Temp. Coefficient -20mV/ C

Capacity affected by 

Temperature

103%
100%
86%

o o 40 C    (104 F)
o o 25 C    ( 77 F )

o o 0 C      ( 32 F )

Nomial Capacity(8HR) 20.0AH 

Dimension

Length

Width

Container Height

Total Height (with Terminal)

Rated Capacity

0 0(10hr ,1.80V/cell,25 C/77 F)
0 0(8hr,1.75V/cell,25 C/77 F)
0 0(5hr,1.75V/cell,25 C/77 F)
0 0(3hr,1.75V/cell,25 C/77 F)

ABS

T3 / T12

300A (5s)

Approx 15mÙ

0 025 3 C (77 5 F )

1.85V/ce ll

1.80V/ce ll

1.75V/ce ll

1.70V/ce ll

1.65V/ce ll

1.60V/ce ll

5min 10min 15min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h20min

0 0Cons tant  Cur rent  Dis ch arge (Amperes) at 25 C (77 F )
F.V/Tim e

5min 10min 15min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h20min

0 0Cons tant  Pow er Dis ch arge (Wat ts ) at 25 C (77 F )
F.V/Tim e

1.85V/ce ll

1.80V/ce ll

1.75V/ce ll

1.70V/ce ll

1.65V/ce ll

1.60V/ce ll

20.9 AH/2.09A

20.0 AH/2.50A

17.8 AH/3.56A

16.43 AH/5.48A

14.27 AH/14.27A

Approx  6.6 kg (14.6lbs)

LPX SERIES-High  Rate / UPS

1

0 0(1hr,1.60V/cell,25 C/77 F)

Applications

181.5 1mm (7.14 inches)

77 1mm (3.03 inches) 

167.5 1mm (6.59 inches)

 167.5 1mm (6.59inches)

Maintenance-free Sealed Lead-acid Battery

LPX12-20(12V20AH) CONSTANT VOLTAGE CHARGE
Standby    use:      13.5-13.8             V
Cycle        use:     14.4-15.0               V
Initial  current:       Less than      6.0 A

Pb
         Non-sp i l lab leBATTERY MUST BE RECYCLED

Pb.MADE IN CHINA

LEOCH BATTERY CO.,LTD.

MH26866

Warnin g:Ris k of f ir e, exp lo s io n, or burns. Do not d is assemble,

O

heat above the 50C , or inc in erate.

UPS (High rate)

High power backup supply

Emergency power supply

Starting system

Power tools

Emergency lighting

Electric starting

39.1 31.8 25.6 22.6 17.6 13.3 11.0 6.50 5.00 3.94 3.16 2.80 2.32 1.97 1.13

52.4 40.7 30.9 26.7 20.8 15.5 12.4 7.10 5.38 4.21 3.39 3.01 2.46 2.09 1.14

59.1 44.7 33.8 28.8 21.6 16.1 12.9 7.36 5.48 4.30 3.56 3.09 2.50 2.11 1.15

65.1 48.7 36.1 30.2 22.5 16.8 13.3 7.65 5.63 4.42 3.64 3.15 2.54 2.13 1.17

71.8 52.5 38.3 32.1 23.7 17.2 13.8 7.87 5.87 4.57 3.68 3.22 2.58 2.18 1.18

79.2 57.0 41.0 34.2 25.0 17.9 14.3 8.13 6.05 4.71 3.79 3.29 2.60 2.20 1.19

71.4 58.8 47.8 42.6 33.6 25.7 21.3 12.6 9.7 7.71 6.19 5.51 4.57 3.90 2.23

94.9 74.2 56.9 49.6 39.1 29.6 23.7 13.7 10.4 8.19 6.61 5.89 4.84 4.13 2.25

104.7 80.2 61.4 52.9 40.2 30.4 24.7 14.1 10.6 8.3 6.93 6.03 4.91 4.16 2.26

112.1 85.5 64.6 55.2 41.6 31.5 25.4 14.7 10.9 8.5 7.07 6.15 4.97 4.20 2.31

121.9 91.4 68.2 58.2 43.5 32.0 26.1 15.0 11.3 8.8 7.13 6.26 5.04 4.28 2.33

131.3 97.0 71.7 61.3 45.6 33.2 26.8 15.4 11.6 9.1 7.30 6.38 5.08 4.32 2.34

0 0Discharge : -15 50 C (5 122 F)
0 0Charge      :    0 40 C (32 104 F )
0 0Storage     : -15 40 C (5 104 F)
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No suppl ementa ry charge r equired
(Carry ou t supplem entary ch arge befo re use if 100% capacit y is require d.)

Supple mentar y charge re quired be fore use. Option al chargi ng way as be low:
1.Charg ed for abov e 3 days at limt ed curren t 0.25CA and constan t volatge 2. 25V/ce ll.
2.Charg ed for abov e 20hour s at limted cu rrent 0.25 CA and cons tant vola tge 2.45V/cell.
3.Charg ed for 8~10 hours at lim ted curre nt 0.05CA .

Supple mentar y charge m ay often fai l to recover t he capac ity.
The batte ry should n ever be  lef t standin g till this is rea ched.

A

B

C

2

Dim ensi ons 

Sales Office

China sales  office:
Add: 19751 Descartes, Unit  A, 
          Foothil l Ranch, CA 92610, USA 
Tel:  949-588-5853 
Fax: 949-588-5966 
E-mail : sales@leoch.us 
Http://www.leoch.us

North America  sales office: Europe sales  office:
Add: LaCampagna House. Main Road.
Gloucester. GL2-8JH. United Kingdom
Tel:  +44(0) 1452 751016
E-mail :Sales.Europe@leoch.com
Http://www.leoch.com

Discharge Characteristics Float Charging  Characteristics

Self Discharge  Characteristics

Eff ect o f Temperature on Long Term Flo at L if e

2

T3 Termin al
Unit: mm [inches]

14 [0.551] 2 [0.079]
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Main tenance-free Sealed Lead-acid Battery

LPX12-20(12V20AH)

 CONSTANT VOLTAGE CHARGE

Standby    use:      13.5-13.8             V

Cycle        use:     14.4-15.0               V

Initial  current:       L ess t han      6.0 A

Pb         Non-sp il lab le
BATTERY MUST BE RECYCLED

Pb.
MADE IN CHINA

LEOCH BATTERY CO.,LTD.

MH26866

Warn in g:
Ris k of fi re , exp lo s io n, or burn s. Do not d is assemble,

Oheat above the 50C , or in c in erate.

Battery temperature

20
68
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Charging voltage :
2.25V/cell

Add:5th Floor,Xinbaohui Bldg.,Nanhai Blvd.,
         Nanshan,Shenzhen, China.  518052
Tel:+ 86-755-86036060 (100 lines) 
Fax: +86-755-26067269
E-mail :export@leoch.com
Http://www.leoch.com
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